
Hellcat Fuel Drain Instructions 

 

NOTE: Please be sure your car has cooled down before performing this procedure. 

The fuel line is directly above the exhaust manifold. The heat from the engine will 

also keep the fuel in the rails pressurized even after the depressurization process. 

 

1. Open the trunk and lift up the floor to gain access to the rear relay box. 

2. Remove the top of the relay box. 

3. In the bottom right corner will be a small relay that looks different from all the other 

relays. This is the fuel pump relay. Remove it. 

4. You will now need to start the car to remove the pressure from the fuel lines. The car 

will run for a bit and the stumble before shutting off. If the car is hot/warm it can run 

for up to a minute even with no fuel pump. If the car does not fire it will keep 

cranking. To stop it from cranking remove your foot from the brake and press the 

start button again. Make sure the ignition is off for these next steps. 

5. Open the hood and remove the passenger side engine cover. 

6. Remove the red safety strap from the fuel line. It unclips from the top and bottom. If 

you are struggling to remove it you are doing it incorrectly. It will come of easily if 

unclipped correctly. 

7. Get some paper towels or rags ready to catch the remaining fuel in the rail. 

8. Push the fuel line connector up toward the rail, press the white button with your 

thumb, and pull the connector and line away from the rail. It will be a tight fit to 

remove it from the rail completely. Be sure to catch the fuel that pours out of the fuel 

rail. 

9. Clip the OST drain line into the factory fuel line connector. Run the other end of the 

line into a fuel can. 

10. Go back to the trunk and install the supplied jumper into the fuel pump relay spot 

using the spades circled in red below (top of drawing faces the front of car): 

11. Keep an eye on the fuel coming out of the line. When it starts spurting fuel and air 

you are near the bottom of the tank. You do not want only air to come out for an 

extended period or you could burn up your fuel pump. Remove the jumper harness 

when the fuel is drained. 

12. Remove the drain line. 

13. Reinstall the fuel line connector onto the fuel rail. You will hear a click when it is 

installed correctly. Give it a tug to ensure the line clipped in properly. 

14. Install the red safety clip. The red legs of the clip cover the black portion of the slot, 

not the white portion. Reinstall the fuel pump relay. 

15. Press the start button twice with your foot off the brake to prime the fuel system. 

16. Check for any leaks at the line. 

17. Replace the engine cover and relay cover.  


